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MONTAJ VE BAKIM TALIMATI - ASSEMBLY AND MAINTENANCE INSTRUCTIONS

Perlatoriin Temizlenmesi

Uzerindeki aciklik sayesinde su ile havay kanstirarak suyun diizglin akmasini ve ylizeye carpan suyun Sicramasini
engelleyen perlatorler zamanla tesisattan gelen parcacklarla veya kirecle kaplanarak bkanirlar Bu sebepten
perlatdrieri zaman zaman sokerek temizligini yapmak gerekir. Perlatdril yerinden gikarmak icin elle veya uygun
anahtar ile sokilerek (sekil-1A) ortadaki filtreli kisim suyla temizlenir (sekil-1B) Perlatdr kirec tutmus ise kireg
coziicil ile temizlenerek aymi sekilde yerine takilir {sekil-1C)

Tezgah Ustii Bataryalarnn Montaj
Bataryanin flexible hortumlan ve alt taban contasi takilarak tezgah (zerine yerlestirilir. Tespit avatasi ay parca
Uzerinden gecirilerek bataryaya vidalanir ve somunu uygun anahtar lle sikilarak batarya tezgaha sabitlenir,
(sekil-24) Flexible hortumiar sekildeki gibi gelecek bicimde sicak ve soduk tarafa getirilerek (sekil-2B) filtreli ara
musluklara uygun anahtar ile sikilir (sekil-2C)

Duvardan Baglantil Bataryalarin Montaji
Eksantrik badlant elemanlarinin duvara gececek disli kismina yeterli miktarda teflon bant sanlir (sekil-3A) Uygun
anahtar ile eksantrikler tesisata baglanir (5ekil-3B) Su terazi ile dengede olacak ve merkezleri arasi mesafe 150
mm olacak sekilde anahtarla eksantrik ayarlar yapilir. Uzerine rozetler monte edilir (sekil-3C) Sizdirmaziik contalan
bataryanin somunlan ve eksantrik arasinda kalacak sekilde batarya anahtar ile eksantriklere sikilir, (sekil-3D)

Spiralli Eviye Bataryalarin Montaji
Bataryanin flexible hortumlar ve alt taban contasi takilarak tezgah (zerine yerlestirilir. (sekil-4) Tespit cvatalan ay
parca izerinden gecirilerek bataryaya vidalamir ve somunu uygun anahtar ile sikilarak batarya tezgaha sabitlenir.
Flexible hortumlar sekildeki gibi gelecek bicimde sicak ve sofuk tarafa getirilerek filtreli ara musluklara uygun
anahtar ile sikiir. Spiral hortumun uygun ucu el dusuna baglanir diger ucu bataryanin icinden gegirilerek alttaki
kisa flexible hortuma baglani. Kutu icinden gikan kursun agirik spiral hortum {izerine monte edilir,

Perlator Cleaning
Perlators ensure the smooth flow of water by mixing the water with air and provide against water splash
therefore perlators will be plugged with lime or particles in the length of time. Because of this, you must clean
the perlator from time to time. Perlator is displaced by using hand or fit key (figure-1A) then the filter is cleaned
(figure-1B). If the perlator is covered with the lime, clean by using the lime remover (figure-1C).

Assembly Of The Deck Mounted Faucets

By attaching the flexible hoses and bottom seal, the faucet is installed onto the bench. Fixative bolt is passed off
the fixative disc then screw itin a faucet after that, faucet is fixed onto the bench by wringing its nut with fit key.
(figure-2A) Flexible hoses are bringed to cold and hot side as in the figure (figure-28) and wringed to the filter
angle valve. (figure-2C)
Assembly Of The Wall Mounted Faucets

The screw part of the eccentric which enter into the wall is bandaged with enough teflon band(figure-3A). The
eccentrics are joined to the plumbing with a fit key (figure- 3B). The eccentrics will be equilibrium with the spirit
level and the distance must be 150 mm between the center of the eccentrics, Set the rosettes upon it (figure-3C),

Put the imperviousness seals between the faucet nuts and the eccentric, After that, you can wring the faucet to
the eccentrics with the fit key. (figure-2D)

Assembly Of The Pull Out Spray Kitchen Sink Faucet
The screw part of the eccentric which enter into the wall is bandaged with enough teflon band(figure-3A). The
eccentrics are joined to the plumbing with a fit key (figure- 3B). The eccentrics will be equilibrium with the spirit
level and the distance must be 150 mm between the center of the eccentrics. Set the rosettes upon it (figure-3C).
Put the imperviousness seals between the faucet nuts and the eccentric. After that, you can wring the faucet to
the eccentrics with the fit key. (figure-2D)
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PERLATORUN TEMIZLENMESI (SEKIL-1)
PERLATOR CLEANING (FIGURE-1)
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TEZGAH USTU BATARYALARIN MONTAJI (SEKIL-2)
ASSEMBLY OF THE DECK MOUNTED FAUCETS (FIGURE-2)




DUVARDAN BAGLANTILI BATARYALARIN MONTAJI (SEKIL-3)
ASSEMBLY OF THE WALL MOUNTED FAUCET (FIGURE - 3)




SPIRALLI EVIYE BATARYALARININ MONTAJI (SEKIL-4)
ASSEMBLY OF THE PULL OUT SPRAY KITCHEN SINK (FIGURE - 4)
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